
Lot Line Meter Sockets 200 A – 600 V max.

Cat. No. Description
Dimensions (in.) Weight Each
H W D lb kg

BS2-TCV
Combination, overhead-underground, 
Line: 6 AWG–250 kcmil connectors
Load: 6 AWG–250 kcmil connectors

17-1/8 12 5-7/16 14 6.3

BS2-TV Underground Only 17-1/8 12 5-7/16 14 6.3

Cat. No. Description
Dimensions (in.) Weight Each
H W D lb kg

BS2-TCVFA
Combination, overhead-underground,
Line: 6 AWG–350 kcmil connectors
Load: 2 x #6 AWG – 4/0 connectors

27-7/16 12 5-7/16 35 16.0
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•   Weatherproof type 3R enclosure.
•   Required by Fortis Alberta Inc.
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•   Aluminum tunnel type connectors.
•   Supplied with screw type sealing ring.
•   Combination overhead – underground.
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Lot Line Metering

•  Fortis Alberta Inc. requires “Lot Line Metering” for all lots or acreages 0.33 acres (0.13 hectares) or larger, 
    the meter must be installed on a pedestal 1.5 m inside from front property line. For small lots, the meter 
    must be within 60 m from the front property line.
•  Conductor requirements will dictate which 200 A socket is required.
•  For further information, visit http//www.fortisalberta.com and see Customer Service & Metering Guide 
    under Customer Service. 

Optional snap in end caps
(Superstrut® A804HDG)

200 A Meter socket
Microlectric BS2-TV or BS2-TCV
Line: 6 AWG–250 kcmil connectors
Load: 6 AWG–250 kcmil connectors
or
Microlectric BS2-TCVFA
Line: 6 AWG–350 kcmil connectors
Load: 2 x #6 AWG – 4/0 connectors
or similar device

3 m (10’ x 1-5/8” x 1-5/8”) 
Channel hot dipped galvanized
(Superstrut® A120210HDGC
or similar)

Optional snap on covers
(Superstrut® PVC Grey
AB844PCGY)

0.3 m (12” x 1-5/8” x 1”) 
Channel hot dipped galvanized
(Superstrut® D120010HDGC
or similar)

Cement 0.85 m (34”) into a 20 cm
(8”) diameter hole. Center height of
meter must be 1.5 m (59”) min. to 
max. 1.8 m (71”) above finished
grade.

Finished 
Grade

(Source: Fortis Alberta Inc.)
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